RoHS 2 Support

IP66 Support(After Mating)

O#R#% (Standard)
MIL-C-39012

Oft## (Specification)

i/ E—45 U X (Impedance) : 50Q

($9.0)

HEX 8.00

TE 44 FE i #4 (Working Frequency Range) : DC~6GHz

FBIEETER L (VSWR) : £1.30 at 6GHz

$#E A8k (Insertion Loss) : 0.04dB max Xy f GHz (fFrequency)

EHEE (Voltage Rating) : 335V rms

it EIE (Proof Voltage) : 750V rms
MK T (Contact Resistance) : 5mQ  max

#E 43 EH1 (Insulation Resistance) : =5000MQ

B & {REEE$ (Connector Life) : 500 times min

HEBEE O T 1T LY (Recommended Torque) 0.8~1.1 Nm

TOLERANCE

4 Coupling Nut SUS303 Passivate
3 Contact BRASS GOLD
2 Dielectric PTFE NONE
1 Body BRASS . GOLD
No DESCRIPTION MATERIAL FINISH

DIAMETER .X +0.10

840

(18.70)

O#3#& (Standard)
MIL-C-39012

O1t#% (Specification)

DECIMALS XX +£0.10 X £0.15 =i

Unit
mm

HARIL/A—vk&it
NHON ELEPARTS Co.LTD

kA2 E—4 > R (Impedance) : 50Q

TE 4 JE K 2% (Working Frequency Range) : DC~6GHz
EERETERE (VSWR) : =1.25 at 6GHz

$#E A B4 (Insertion Loss) : 0.04dB max X 4 f GHz (fFrequency)
EHEEE (Voltage Rating) : 335V rms
it BIE (Proof Voltage) : 750V rms
M HEHT (Contact Resistance) : 5mQ  max

#E#Z KB (Insulation Resistance) : =5000MQ

Bh & REEE % (Connector Life) : 500 times min

HERH O HFRILY (Recommended Torque) 0.8~1.1 Nm

mE >z

SMA-PS-1.6D

4 Nut - Washer BRASS NICKEL
3 Contact BRASS GOLD
2 Dielectric PTFE NONE

1 1 Body BRASS NICKEL
No DESCRIPTION MATERIAL FINISH

@t E— X :50Q
@ EAEE : -40C~97T

@ (% A Bl BB . DC~ 66Hz
@K%k : #)E& B KIP6S

@it (FE7T—7)

1GHz : 1.06dB/m VSWR1.2AT

TOLERANCE

DECIMALS XX £0.10 X £0.15 [—
DIAMETER .X +0.10

$3.86+005
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Un

oa| BARTL/—Vkt St
| NIHON ELEPARTS Co.LTD

mm

EBEEE

SMA-RSFB-1.6D 2

22
RRR
KL X

XK xmm 2%

4 Heat SHRINK TUBE| W3C TYPE
3 Coaxial Cable 1.5D-XVH
2 SMA JACK SMA-RSFB-1.5D
1 SMA PLUG SMA-PS-1.5D
No TYPE P/N
N
Q SMAP-SMARSFB-1.5DXVH- % % X %
E
BRI L X—YHANE&1t
NIHON ELEPARTS CO.,LTD.




